Copy Fixed Code Remotes with Air4 F
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=t= Copy fixed code remotes with Air4 F

1 Press and hold down button 1 on the Air4,
2 At the same time press button 4 four times.

3 Release both buttons of Air4.

4 Aird remote control led will flash briefly about every 2 seconds.

5 Place the remote control to be cloned back to back with the Air4.

6 Press and hold down the button to be copied from the original remote control.
7 Wait for the Air4 led to start flashing rapidly which confirms that the code has
been acquired. Release the original remote control’s button.

8 While the led is flashing, press the Air4 button to which the code must be

transferred and hold down until the led goes out.



Copy Fixed Code Remotes with Air4 V

=1= Copy fixed code remotes with Air4 V

Place the remote control to be cloned in front of the Air4, at a distance of about
2 centimetres.

Press and hold down button 1 on the Air4 remote control.

At the same time press button 4 four times,

I} Release both buttons of Air4 remote control.

Aird remote control led will flash briefly about every 2 seconds.

I Press and hold down the button to be copied from the original remote control
and wait for the Air4 led to start flashing rapidly, which confirms that the code has
been acquired. Release the original remote control's button.

While the led is flashing, press the Aird button to which the code must be
transferred and hold down until the led goes out.



Copy Fixed Code Remotes with Air4 Q

=1= Copy fixed code remotes with Air4 Q

Place the remote control to be cloned perpendicularly, in the lower left side of
the Air4,
I3 Press button 1 on the Air4 remote control.

) At the same time press button 4 four times.

I} Release both buttons.

I3 Air4 remote control led will start flashing briefly about every 2 seconds,

I Press and hold down the button to be copied from the original remote control
and wait for the Air4 led to start flashing rapidly, which confirms acquisition of the
code. Release the button.

Press the Air4 remote control button to be memorized. Wait for the led to go out.

The procedure continues on page 88



Copy Fixed Code Remotes with Air4 Q

=T= Copy fixed code remotes with Air4 Q

After having selected the antenna tuning function in Easy Scan:

I} Open the remote control shell,

I} Bring the quartz remote control to the Easy Scan reading area. Press and hold a
button on the remote control. With a ceramic screwdriver slowly turn the antenna’s
adjusting screw to obtain the maximum amplitude of intensity indicated on the Easy
Scan diplay.

KL Once you reach the maximum value, move the remote control slightly away from
the Easy Scan device and repeat the process until you reach the maximum amplitude
of intensity indicated on the Easy Scan display.

Close the remote control shell.



Copy Rolling Code Normal with Aird F

=t= Copy Rolling Code normal remotes with
Aird F

Press and hold down button 1 on the Air4.

At the same time press button 4 four times,

Release both buttons of Air4.

I3 Aird remote control led will flash briefly about every 2 seconds.

Place the remote control to be cloned back to back with the Air4,

I} Press and hold down the button to be copied from the original remote control,
A Wait for the Air4 led to start flashing rapidly, which confirms that the code has
been acquired. Release the original remote control's button.

Y While the led is flashing, press the Air4 button to which the code must be
transferred and hold down until the led goes out.

Note: a procedure is required on the receiver (A.L.S./Original procedure)






